Ficha Tecnica [AMA]
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Standard Single Loop Nylon Cable ties

Material: Nylon,flammability class 94V-2;Heat-resisting,anti-
corrosion,good insulation and not easily aging.

Working temperature: -20°C~85C
Color: Natural,black and other colors are available as requested.

DM-2.5X60 2.4" 60 2-11
DM-2.5X80 3.2" 80 2-16
DM-2.5X100 4.0" 100 2-22
DM-2.5X120 4.7" 120 2.5 2-30 18 8
DM-2.5X150 6.0" 150 2-35
DM-2.5X200 8.0" 200 3-50
DM-3.6X150 6.0" 150 3-35
DM-3.6X200 8.0" 200 3-50
DM-3.6X250 10" 250 3.6 3-65 40 18
DM-3.6X300 12" 300 3-80
DM-3.6X370 14.6" 370 3-105
DM-4.8X150 6.3" 150 3-40
DM-4.8X200 8.0" 200 3-50
DM-4.8X250 10" 250 3-65
DM-4.8X300 12" 300 3-80
DM-4.8X350 14" 350 3-90
DM-4.8X370 14.6" 370 %8 3-98 = L
DM-4.8X400 16" 400 3-105
DM-4.8X430 16.9" 430 3-120
DM-4.8X450 17.7" 450 3-130
DM-4.8X500 19.7" 500 3-150
DM-7.6X200 8.0" 200 3-50
DM-7.6X250 10" 250 4-65
DM-7.6X300 12" 300 4-80
DM-7.6X350 14" 350 4-90
DM-7.6X400 16" 400 76 4-105 120 55
DM-7.6X450 18' 450 4-110
DM-7.6X500 20" 500 4-150
DM-7.6X550 21.6" 550 4-165
DM-8.8X400 16" 400 8-105
DM-8.8X450 18' 450 8-118
DM-8.8X500 20" 500 8-150
DM-8.8X550 21.6" 550 8-160
DM-8.8X600 23.6" 600 8-170
DM-8.8X650 25.6" 650 8-185
DM-8.8X720 28.3" 720 88 10-195 175 80
DM-8.8X800 31.5" 800 10-230
DM-8.8X900 35.5" 900 10-265
DM-8.8X1000 39.4" | 1000 10-300
DM-8.8X1200 47.2" | 1200 10-370
DM-8.8X1500 59.1" | 1500 10-445
DM-12X300 12" 300 10-80
DM-12X600 23.6" 600 12 10-170 220 98
DM-12X650 25.6" 650 10-185

Remark: Above are just part of size, if you didn't find size you need, pls let
us know, we will help you to find.



